HANGAR

44,7X44,7 — 17,6"X17,6" | 28X85 — 11,02"X33,46"

CARACTERISTICAS TECNICAS / TECHNICAL CHARACTERISTICS

Chemical Resistance

Stain Resistance

Acids and Alkalis Acids and Alkalis

(High concentration)

Strength Water (Low concentration)
Resistance Absorption
Abrasion
Stage
Size Colour
Ammonia Hydrochloric | Citric Acid | Potassium | Hydrochloric Lactic Potassium Tracing Chemical Filmic
PENDULUM|  RAMP Chloride Hydroxide Acid Acid Hydroxide Action Oxidize Action
BARE FOOT A
GLA GLA | GHA | GHA | GHA 5 5 5

Mechanical
Resistance

Frost Bending
Resistance | Resistance

Copper 5 3 750 0 3%<E=<6%| GA GA GLA IO RESISTE| >22N/mm2
44,7X44,7
Anthracite 5 3 750 0 3%<E=<6%| GA GA GLA | GLA | GLA | GHA | GHA | GHA 5 5 5 IO RESISTE| >22N/mm2
EMBALAJE / PACKING LIST
Sqm /B Sqm / Pallet
Pcs / Box E]argrox.())x Kg / Box Boxes / Pallet q(r;]pmxe'\)e Kg / Pallet Inches
44,7X44,7 7 25 48 1200 17,60"X17,60"
28X85 6 1.43 26.5 45 64.35 1193 11,02"X33,46"
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HANGAR

PAVIMENTO COORDINADO | 44,7X44,7 — 17,6"X17,6"

©@ © @

Pasta Roja Pavimento Satinado Muy Dest.(v4) No Repetitivo
Red body Floor tiles Satin Shade Variation: High No Repetitive

HANGAR COPPER
F4545L

HANGAR ANTHRACITE
F4545L

Rodapié / Skirting HANGAR TR-06*
Rodapié corte / Cut Skirting HANGAR TR-12
8 x 44,7 cm. [PCK. 28]

*Sujeto a disponibilidad / Subject to availability
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